EASILY

DIFFERENTIATE

IMPORTANT CIRCEITS
N TOUGH ENVIRONMENTS _

COLOR RIGID METAL
CONDVUIT (RMC)

Western Tube color RMC comes in
eight vibrant colors for easy ‘
differentiation of important circuits

in any tough environment. The rust-
resistant, powder-coated finish won’t
crack, flake or peel, and the UV
protective coating prevents fading

to ensure long-lasting performance.
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Color Rigid Metal Conduit (RMC)

* Available in 8 vibrant colors

* Hot-dip galvanized
* Powder-coated finish

* UV protective coating

Color Rigid Metal Conduit Weights and Specifications (10’ Lengths)

Nominal Nominal Qty. in Feetin Nom. Wt.
Metric Nominal Nominal Wall Wt. per Foot Feetin Master Master per Master End Cap
Trade Size Designator oD ID Thickness  with Coupling Sub-Bundle Bundle Bundle Bundle Color
mm in. in. in. lbs. ft. qty. ft. lbs.
Y2 16 0.840 0.632 0.104 0.82 100 250 2500 2060 @ Black
Ya 21 1.050 0.836 0.107 1.09 50 200 2000 2170 ® Red
1 27 1.315 1.063 0.126 1.61 50 125 1250 2110 ®Blue
1% 35 1.660 1.394 0.133 218 30 90 900 1960 ® Red
1% 141 1.900 1.624 0.138 2.63 - 80 800 2100 @®Black
2 53 2.375 2.083 0.146 3.50 = 60 600 2100 ®Blue
2% 63 2.875 2.489 0.193 5.59 - 37 370 2070 @®Black
3 78 3.500 3.090 0.205 7.27 = 30 300 2180 ®Blue
3% 91 4.000 3.570 0.215 8.80 - 25 250 2200 @®Black
4 103 4.500 4.050 0.225 10.30 o 20 200 2060 ®Blue

Master bundle quantities conform to NEMA Standard RN-2. All Western Tube conduit is UL® Listed.

Specifications for Powder Coating Available in 8 Colors
PENCIL HARDNESS ASTM D3363 H-4H . . ‘ ‘ ‘
WEATHERING 1,000+ hours 9005 5017 4005 6010 9003 3001 1016 2010
GLOSS ASTM D523 60% 30-99
ADHESION ASTM 3359-5B 100%
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